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13.2.2. On structures with restricted vertical clearances, if the obstructing object does not easily lend itself o

paint the markings, the markings may be placed on an independent surface attached to or mounted immediately in
front of the object.

13.3. Objects Adjacent to Carriageway

13.3.1. In some cases, object may not be actually within the carriageway, but may be so close to the edge as
to constitute a hazard. This includes such encroachments as subway piers and abutments and culvert head walls. Such

objects shall be marked with not less than five alternating black and white stripes at an angle of 45° towards the side
of the obstruction on which the traffic passes.

13.3.2. All objects located within 1.5 m beyond the formation width of the road shall be painted.

13.3.3. Poles close to the carriageway shall be marked with alternate black and white horizontal stripes upto
a height of 1.25 m above the road level. The stripes shall be uniform and each not less than 100 mm wide.

13.3.4, Other objects adjacent to carriageway such as guard rails, guard stones or drums and trees that are not
likely to be hit unless a vehicle runs off the carriageway, shall be painted solid white. In case of trees, marking shall

be upto a height of 1.25 m above the road level with a 300 mm bend in black paint in the middle of this height for
enhanced visibility.

13.3.5. Kerbs of all islands located in the line of traffic flow shall be painted with either alternating black and
white stripes 500 mm wide or a chequered black and white design of the same width. The two designs are illustrated
in Fig. 35. The markings should also be done on kerbs directly ahead of traffic at **T"" and staggered intersections
and those on sharp curves and at carriageway width transitions,
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Fig. 35. KERB Markings (Ref. para 13.3.5)
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APPENDIX - |
SUMMARY OF MARKING
Description Location Details of Markings Para No.
Colour Type Width Length Length
of line of
segment  gap
cm m m
2 3 4 5 6 7 3 9
LINE MARKINGS
I Centre Line (a) Rural
(i} Straight
reaches
-NH/SH White Broken single 10 3.0 6.0 829
=(hers White -do- 10 3.0 4.5 829
(ii) Curves
and
approaches
Lo inter-
seclions.
-NH/SH While -do- 10 3.0 30 .29
-(rthers White ~do- 10 a0 a0 829
{(b) Urban
(i} Lessthan
4 lanes
-Straight White -do- 15 3.0 4.5 B.2.5
reaches
-Curves and White -do- 15 3.0 1.0 £25
approaches
to inter-
seclions
(ii) Four lanes White Solid 15 8.2.6
or more {optiona- gingle
undivided lly yellow) or double 10410 - - 8.2.6
Traffic lane {a) Rural
line (i) Straight White Broken 10 3 6 B33
reaches single
(ii) Curves White Broken single 10 3 3 B33
and (Excepti-
approaches to onally
intersections solid) refer
Para 8.3.4
{b) Urban
(i} Straight White As above 10 1.5 3 B33
reaches
(i) Curves and White As above 10 1.5 1.5 B33
approaches to
intersections
(Conid...)
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